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under the conditions of paragraph (i) of
this section is exempted from the limi-
tation of 18 watts ERP when operating
in specific geographical areas identi-
fied in a plan for the use of higher
power.

(k) Within the 1626.5-1646.5 MHz band
the maximum e.i.r.p by a ship earth
station in any direction in the hori-
zontal plane or in the direction of the
space station must not exceed +40 dB
relative to one watt in any 4 kHz band
in the main beam, except upon a satis-
factory showing of need for greater
power, in which case a maximum of +55
dB relative to one watt may be author-
ized.

() For operational fixed stations
using frequencies in the 72-76 MHz band
and for other classes of stations operat-
ing above 162.025 MHz, the transmitter
power must be specified in the station
authorization. Frequencies in the 72-76
MHz band are listed in §80.381. The
operational requirements for 72-76 MHz
are contained in subpart L of this part.

(m) For radiodetermination trans-
mitters using A1D, A2D, F1D, F2D, G1D
and G2D emissions on 154.585 MHz,
159.480 MHz, 160.725 MHz, 160.785 MHz,
454.000 MHz and 459.000 MHz the mean
output power of the unmodulated car-
rier must not exceed 25 watts.

(n) For radiodetermination stations
operating above 2400 MHz the output
power must be as follows:

(1) For radar stations that use F3N
emission the mean output power must
not exceed 200 milliwatts;

(2) For search and rescue stations the
output power must be at least 400
milliwatts peak e.i.r.p.

(3) For all other transponder stations
the output power must not exceed 20
watts peak e.i.r.p. Licensees of non-se-
lectable transponder coast stations op-
erating in the 2920-3100 MHz and 9320-
9500 MHz bands must notify in writing
the USCG District Commander of any
incremental increase of their station’s
output power above 5 watts peak
e.i.r.p.

[51 FR 31213, Sept. 2, 1986, as amended at 52
FR 7419, Mar. 11, 1987; 52 FR 35244, Sept. 18,
1987; 54 FR 40058, Sept. 29, 1989; 54 FR 49994,
Dec. 4, 1989; 56 FR 3783, Jan. 31, 1991; 59 FR
35269, July 11, 1994; 63 FR 36606, July 7, 1998]

EFFECTIVE DATE NOTE: At 63 FR 36606,
July 7, 1998, §80.215, in paragraph (e)(3), foot-
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§80.219

note 8 is amended by removing the term
‘“type acceptance’” and adding in its place
“Certification”, effective Oct. 5, 1998.

§80.217 Suppression of interference

aboard ships.

(@) A voluntarily equipped ship sta-
tion receiver must not cause harmful
interference to any receiver required
by statute or treaty.

(b) The electromagnetic field from
receivers required by statute or treaty
must not exceed the following value at
a distance over sea water of one nau-
tical mile from the receiver:

Field inten-
: : ieci sity in

Frequency of interfering emissions microvolts

per meter

Below 30 MHz 0.1
30 to 100 MHz . 3
100 to 300 MHz 1.0
Over 300 MHz 3.0

or
Deliver not more than the following
amounts of power, to an artificial an-
tenna having electrical characteristics
equivalent to those of the average re-
ceiving antenna(s) use on shipboard:

Power to

Frequency of interfering emissions aStretzlgﬁflin
microwatts
Below 30 MHz 400
30 to 100 MHz . 4,000
100 to 300 MHz 40,000
Over 300 MHz 400,000

§80.219 Special requirements for nar-
row-band direct-printing (NB-DP)
equipment.

NB-DP and data transmission equip-
ment installed in ship and coast sta-
tions before October 1, 1990, that oper-
ates on the frequencies in the 4,000-
27,500 kHz bands must be capable of op-
eration in accordance with the tech-
nical requirements of either CCIR Rec-
ommendation 476 or CCIR Rec-
ommendation 625 and may be used in-
definitely. Equipment installed on or
after October 1, 1990, must be capable
of operation in accordance with the
technical requirements of CCIR Rec-
ommendation 625. NB-DP and data
transmission equipment are addition-
ally permitted to utilize any modula-
tion, so long as emissions are within
the limits set forth in §80.211(f) and the
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